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Anilam 5300M control with the)

Features:

B Dual processors design for high performance in complex surface.

B 8GB hard disk and 1.44MB floppy disk for file transfer and storage.
Optional Ethernet interface is available for large data transfer.

m Extensive sets of canned cycles for common machining operations and when combined with the
built-in CAM system, allow complex parts to be programmed while standing at the machine.

B Built-in G code editor and conversational function for easy programming.

B Built-in Graphic function to display with plane selectable views (XY, XZ, YZ) as well as
full isometric view where the part can be viewed from all angles.

ewest PG hased GNG technology
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Anilam built-in Cam system__

Mold rotation
Program any profile, once forward and
once in reverse, and the cycle will

automatically rotate it around any axis.

Used for milling a rectangular pocket
with an island in the center.

~Tapping__ -Ellipse
Used for basic hole drilling. The cycle Tapping is easily accomplished with three This truly advanced cycle is so easy to use.
will creale a drilling program with only quick prompts. Note: Spindle control must Answer seven simple graphic prompts and
the finish depth and start height be present. the cycle will cut a true ellipse !

information needed.
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Features:
B Various models with longitudinal travel as long as 2500mm
B Compact design and affordable prices

Standard accessories include

1. Rigid head BT#40 6000rpm spindle

2. Inverter motor for spindle

3. Anilam 5300M control

4. Armless type ATC 20 tools

5.Heat exchanger

6.Full enclosure with coolant tank & chip auger
(not included in S 1654)

7. Telescopic metal cover for 3 axis

8. Automatic lubrication system and coolant system

9. RS 232 port floppy drive & hard disk drive

10. Heat exchanger for electric cabinet

11. Halogen work light

Optional Accessories

1.8,000rpm spindle

2.10,000rpm spindle with spindle oil cooler
3. Servo motor for spindle for rigid tapping
4. NC rotary table (4th axis)

5. Arm type 24 tools ATC

6.Chain type chip conveyor

7. Coolant through tool holder

8. Coolant through spindle with high pressure pump
9. CE conformity

10. BT#50 spindle for S 3092/ S 30112

$ 3092 with Full guard and coolant through spindle

.
| kg,

S 3092 Frame |




Table size

Table load (tons)

X,Y, Z travels with full guard
X, Y, Z travels with table guard
Head types

Spindle nose

Spindle speeds

Main motor

X-ball screw
Y-ball screw

Z-ball screw

Ball screw pitch
Saddle size
Y slide way width
Z slide way width
Spindle center to column surface
Spindle to tablel

1 X,Y, Z servo motor
Max. feed rate
Rapid traverse rate
Turcite-B
Y way cover
Z way cover
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Net weight

Machine dimension with table quard ;2100 x 1780 x 2240mm 3 2320 x 2645 x 1820mm
Floor space with table guard ' 3100 x 1780 x 2600mm |

400x1370mm 500x1600mm  :  610x1854mm | 760x2330mm | 760x2840mm
1000kgs 1200kgs 1500kgs 1600kgs 1700kgs
1000 x 508 x 600mm | 1270x720x600mm | 1500 x 720 x 700mm 1 2000x890 x700mm | 2500x890x700mm
1000x453x600mm | 1270x705x600mm | 1500x705x700mm | 2000x874x700mm ! 2500<874x700mm
' " RGDHEAD ‘
BT #40 BT #40 (OPT. BT #50)
50~6000RPM (OPT 8000 or 10000 RPM)
10HP 15HP 15HP (OPT. 20HP)
@32mm C5 : @40mm C5 double nuts } @40mm C5 double nuts E @50mm C5 double nuts
@40mm C5 5 @40mm C5 double nuts :: @40mm C5 double nuts é @50mm C5 double nuts
| ; '
@40mm C5 ! @40mm C5 double nuts | @40mm C5 double nuts ! @50mm G5 double nuts
5 i 10 | 10
325 x 1160mm 3 380 x 1460mm ) 430 x 1710mm 3 500 x 2286mm E 500 x 2740mm

460mm ] 600mm E 600mm 3 700mm

300mm 350mm 350mm 1 350mm

530mm 760mm 760mm 900mm
100~700mm 100~700mm © 100~800mm

0.85KW 1.3KW 1.3KW 1.8KW
6000mm/min E 8000mm/min i 10000mm/min
600mmmn | 8000mmimn | 10000mm/min

' 3 axis & gibs
Metal (Front & rear)
Metal
2400KGS 3700KGS

4100KGS | 8500KGS | 9000KGS
2690 x 2645 x 1920mm 13600x2250x1920mm 4200x22501920mm

3600 x 2645 x 2150mm 1 4420 x 2645 x 2250mm 15500x2830x3000mm3 6830x2830x3000mm

X The descriptions, illustrations and specifications given here are subject to alteration without notice and thus without any obligation.

<l

FREJYOT XX intcrnaTionar ﬂi"‘n‘;

8F #501, SEC.2, WU CHUAN W. RD., TAICHUNG 408, TAIWAN, R.O.C.
TEL:886-4-23816977  FAX:886-4-23813584.23813769
E-mail:frejoth@tcts.seed.net.tw  web-site http://www.acra.com.tw
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